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Lab 4

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname Todd

!

enable secret SoVrnKnK

enable password 7 2F2M0W0E5L

!

ip subnet-zero

!

interface Ethernet0

 description Sales LAN

 ip address 172.16.20.2 255.255.255.0 secondary

 ip address 172.16.10.2 255.255.255.0

 no ip directed-broadcast

!

interface Serial0

 description WAN to Miami circuit:6fdda4321

 no ip address

 no ip directed-broadcast

 no ip mroute-cache

!

interface Serial1 [Made DTE to DCE connection between 2501A & 2501B to keep from printing out 2501E configuration)

 bandwidth 64

 no ip address

 no ip directed-broadcast

 clock rate 64000

 no ip mroute-cache

!

!

router rip 

!

!

no ip classless 

!

banner motd ^C

If you are not authorized to be in the RouterSim.com network, then you must disconnect immediately.

^C

!

!

!

line con 0

  password 7 4P2S7A5O6M

  login

  exec-timeout 0 0

  logging synchronous

line aux 0

  password 7 2O7N3J8J

  login

line vty 0 4

line vty 0 197

  password 7 2T4I5E5X8R

  login

!

end

Todd#

Lab 5

	2501A#sh r

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2501A

!

enable secret SoVrnKnK

!

ip subnet-zero

!

interface Ethernet0

 description Connection to LAN 60

 ip address 172.16.60.1 255.255.255.0

 no ip directed-broadcast

!

interface Serial0

 description connection to 2501E

 ip address 172.16.20.2 255.255.255.0

 no ip directed-broadcast

 no ip mroute-cache

!

interface Serial1

 no ip address

 no ip directed-broadcast

 shutdown

!

!

router rip 

 network 172.16.0.0

!

!

router igrp 10

 network 172.16.0.0

!

ip classless 

!

banner motd ^C

This is the 2501A router

^C

!

!

!

line con 0

  password todd

  login

line aux 0

  password todd

  login

line vty 0 4

  password todd

  login 

!

end

2501A#
	2501B#sh r

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2501B

!

enable secret SoVrnKnK

!

ip subnet-zero

!

interface Ethernet0

 description Connection to LAN 70

 ip address 172.16.70.1 255.255.255.0

 no ip directed-broadcast

!

interface Serial0

 description connection to 2501E

 ip address 172.16.30.2 255.255.255.0

 no ip directed-broadcast

 no ip mroute-cache

!

interface Serial1

 no ip address

 no ip directed-broadcast

 shutdown

!

!

router rip 

 network 172.16.0.0

!

!

router igrp 10

 network 172.16.0.0

!

ip classless 

!

banner motd ^C

This is the 2501B router

^C

!

!

!

line con 0

  password todd

  login

line aux 0

  password todd

  login

line vty 0 4

  password todd

  login 

!

end

2501B#
	2501C#sh r

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2501C

!

enable secret SoVrnKnK

!

ip subnet-zero

!

interface Ethernet0

 description Connection to LAN 80

 ip address 172.16.80.1 255.255.255.0

 no ip directed-broadcast

!

interface Serial0

 description Connection to 2600A

 ip address 172.16.40.2 255.255.255.0

 no ip directed-broadcast

 no ip mroute-cache

!

interface Serial1

 no ip address

 no ip directed-broadcast

 shutdown

!

!

router rip 

 network 172.16.0.0

!

!

router igrp 10

 network 172.16.0.0

!

ip classless 

!

banner motd ^C

This is the 2501C router

^C

!

!

!

line con 0

  password todd

  login

line aux 0

  password todd

  login

line vty 0 4

  password todd

  login 

!

end

2501C#


Lab 5

	2501D#sh r

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2501D

!

enable secret SoVrnKnK

!

ip subnet-zero

!

interface Ethernet0

 description Connection to LAN 90

 ip address 172.16.90.1 255.255.255.0

 no ip directed-broadcast

!

interface Serial0

 description Connection to 2600A

 ip address 172.16.50.2 255.255.255.0

 no ip directed-broadcast

 no ip mroute-cache

!

interface Serial1

 no ip address

 no ip directed-broadcast

 shutdown

!

!

router rip 

 network 172.16.0.0

!

!

router igrp 10

 network 172.16.0.0

!

ip classless 

!

banner motd ^C

This is the 2501D router

^C

!

!

!

line con 0

  password todd

  login

line aux 0

  password todd

  login

line vty 0 4

  password todd

  login 

!

end

2501D#
	2501E#sh r

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2501E

!

enable secret SoVrnKnK

!

ip subnet-zero

!

interface Ethernet0

 description Connection to Backbone

 ip address 172.16.10.1 255.255.255.0

 no ip directed-broadcast

!

interface Serial0

 description Connection to 2501A

 ip address 172.16.20.1 255.255.255.0

 no ip directed-broadcast

 clock rate 64000

 no ip mroute-cache

!

interface Serial1

 description Connection to 2501B

 ip address 172.16.30.1 255.255.255.0

 no ip directed-broadcast

 clock rate 64000

 no ip mroute-cache

!

!

router rip 

 network 172.16.0.0

!

!

router igrp 10

 network 172.16.0.0

!

!

no ip classless 

!

banner motd ^C

This is the 2501E router

^C

!

!

!

line con 0

  password todd

  login

line aux 0

  password todd

  login

line vty 0 4

  password todd

  login 

!

end

2501E#
	2600A#sh r

Using 941 out of 29688 bytes

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2600A

!

enable secret SoVrnKnK

!

ip subnet-zero

!

interface FastEthernet0/0

 description Connection to Backbone

 ip address 172.16.10.2 255.255.255.0

 no ip directed-broadcast

!

!

interface FastEthernet0/1

 no ip address

 no ip directed-broadcast

 shutdown

!

interface Serial0/0

 description Connection to 2501C

 ip address 172.16.40.1 255.255.255.0

 no ip directed-broadcast

 clock rate 64000

 no ip mroute-cache

!

!

interface Serial0/1

 description Connection to 2501D

 ip address 172.16.50.1 255.255.255.0

 no ip directed-broadcast

 clock rate 64000

 no ip mroute-cache

!

!

router rip 

 network 172.16.0.0

!

!

no ip classless 

!

banner motd ^C

This is the 2600A router.

^C

!

!

!

line con 0

  password todd

  login

line aux 0

  password todd

  login

line vty 0 4

  password todd

  login 

!

end

2600A#


Lab 7 – Used Lab5.ini as basis for Lab 7 since it seemed that you were building on previous lab work.

2501A#sh r

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2501A

!

enable secret SoVrnKnK

!

ip host 1900c 172.16.60.2

!

!

interface Ethernet0

 description Connection to LAN 60

 ip address 172.16.60.1 255.255.255.0

 no ip directed-broadcast

!

interface Serial0

 description connection to 2501E

 ip address 172.16.20.2 255.255.255.0

 no ip directed-broadcast

 no ip mroute-cache

!

interface Serial1

 no ip address

 no ip directed-broadcast

 shutdown

!

!

router rip 

 network 172.16.0.0

!

!

router igrp 10

 network 172.16.0.0

!

ip classless 

!

banner motd ^C

This is the 2501A router

^C

!

!

!

line con 0

  password todd

  login

line aux 0

  password todd

  login

line vty 0 4

  password todd

  login 

!

end

2501A#
