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2501A
501A#sh r

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2501A

!

enable secret SoVrnKnK

!

ip host 1900c 172.16.60.2

!

!

interface Ethernet0

 description Connection to LAN 60

 ip address 172.16.60.1 255.255.255.0

 no ip directed-broadcast

!

interface Serial0

 description connection to 2501E

 no ip address

 no ip directed-broadcast

 no ip mroute-cache

 encapsulation frame-relay

!

!

interface Serial0.16 point-to-point

 ip address 172.16.10.1 255.255.255.0

 no ip directed-broadcast

 frame-relay interface-dlci 16

!

interface Serial1

 no ip address

 no ip directed-broadcast

 shutdown

!

!

router rip 

 network 172.16.0.0

!

!

router igrp 10

 network 172.16.0.0

!

ip classless 

!

banner motd ^C

This is the 2501A router

^C

!

!

!

line con 0

  password todd

  login

line aux 0

  password todd

  login

line vty 0 4

  password todd

  login 

!

end

2501A#

2501B

2501B#sh r

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2501B

!

enable secret SoVrnKnK

!

ip subnet-zero

!

interface Ethernet0

 description Connection to LAN 70

 ip address 172.16.70.1 255.255.255.0

 no ip directed-broadcast

!

interface Serial0

 description connection to 2501E

 no ip address

 no ip directed-broadcast

 no ip mroute-cache

 encapsulation frame-relay

!

!

interface Serial0.16 point-to-point

 ip address 172.16.10.2 255.255.255.0

 no ip directed-broadcast

 frame-relay interface-dlci 17

!

interface Serial1

 no ip address

 no ip directed-broadcast

 shutdown

!

!

router rip 

 network 172.16.0.0

!

!

router igrp 10

 network 172.16.0.0

!

ip classless 

!

banner motd ^C

This is the 2501B router

^C

!

!

!

line con 0

  password todd

  login

line aux 0

  password todd

  login

line vty 0 4

  password todd

  login 

!

end

2501B#

2501C

2501C#sh r

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2501C

!

enable secret SoVrnKnK

!

ip subnet-zero

!

interface Ethernet0

 description Connection to LAN 80

 ip address 172.16.80.1 255.255.255.0

 no ip directed-broadcast

!

interface Serial0

 description Connection to 2600A

 no ip address

 no ip directed-broadcast

 no ip mroute-cache

 encapsulation frame-relay

!

!

interface Serial0.16

 ip address 172.16.10.1 255.255.255.0

 no ip directed-broadcast

 frame-relay interface-dlci 16

!

interface Serial1

 no ip address

 no ip directed-broadcast

 shutdown

!

!

router rip 

 network 172.16.0.0

!

!

router igrp 10

 network 172.16.0.0

!

ip classless 

!

banner motd ^C

This is the 2501C router

^C

!

!

!

line con 0

  password todd

  login

line aux 0

  password todd

  login

line vty 0 4

  password todd

  login 

!

end

2501C#

2501D
2501D#sh r

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2501D

!

enable secret SoVrnKnK

!

ip subnet-zero

!

interface Ethernet0

 description Connection to LAN 90

 ip address 172.16.90.1 255.255.255.0

 no ip directed-broadcast

!

interface Serial0

 description Connection to 2600A

 no ip address

 no ip directed-broadcast

 no ip mroute-cache

 encapsulation frame-relay

!

!

interface Serial0.16 point-to-point

 ip address 172.16.10.2 255.255.255.0

 no ip directed-broadcast

 frame-relay interface-dlci 17

!

interface Serial1

 no ip address

 no ip directed-broadcast

 shutdown

!

!

router rip 

 network 172.16.0.0

!

!

router igrp 10

 network 172.16.0.0

!

ip classless 

!

banner motd ^C

This is the 2501D router

^C

!

!

!

line con 0

  password todd

  login

line aux 0

  password todd

  login

line vty 0 4

  password todd

  login 

!

end

2501D#

2501E

2501E#sh r

Current configuration:

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2501E

!

enable secret SoVrnKnK

!

ip subnet-zero

frame-relay switching

!

interface Ethernet0

 no ip address

 no ip directed-broadcast

 shutdown

!

interface Serial0

 no ip address

 no ip directed-broadcast

 shutdown

 clock rate 56000

 frame-relay intf-type dce

 frame-relay route 16 interface Serial1 17

!

interface Serial1

 no ip address

 no ip directed-broadcast

 shutdown

 clock rate 56000

 frame-relay intf-type dce

 frame-relay route 17 interface Serial0 16

!

!

no ip classless 

!

!

!

line con 0

  password cisco

  login

line aux 0

line vty 0 4

  password cisco

  login 

!

end

2501E#

2600A

2600A#sh r

Using 941 out of 29688 bytes

!

version 12.0 

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname 2600A

!

enable secret SoVrnKnK

!

ip subnet-zero

frame-relay switching

!

interface FastEthernet0/0

no ip address

 no ip directed-broadcast

 shutdown

!

!

interface FastEthernet0/1

 no ip address

 no ip directed-broadcast

 shutdown

!

interface Serial0/0

 no ip address

 no ip directed-broadcast

 shutdown

 clock rate 56000

 frame-relay intf-type dce

 frame-relay route 16 interface Serial0/1 17

!

!

interface Serial0/1

 no ip address

 no ip directed-broadcast

 shutdown

 clock rate 56000

 frame-relay intf-type dce

 frame-relay route 17 interface Serial0/0 16

!

!

no ip classless 

!

!

!

line con 0

  password cisco

  login

line aux 0

line vty 0 4

  password cisco

  login 

!

end

2600A#
Page 6 of 6

