Microsoft VPC (5.3) Parent & Child Results

C:\Documents and Settings\Administrator>ipconfig/all

Windows IP Configuration

   Host Name . . . . . . . . . . . . : SERVER-A
   Primary Dns Suffix  . . . . . . . : apbindustries001.com

   Node Type . . . . . . . . . . . . : Unknown

   IP Routing Enabled. . . . . . . . : No

   WINS Proxy Enabled. . . . . . . . : No

   DNS Suffix Search List. . . . . . : apbindustries001.com

Ethernet adapter Local Area Connection:

   Connection-specific DNS Suffix  . :

   Description . . . . . . . . . . . : Intel 21140-Based PCI Fast Ethernet Adapt

er (Generic)

   Physical Address. . . . . . . . . : 00-03-FF-EF-12-B0

   DHCP Enabled. . . . . . . . . . . : No

   IP Address. . . . . . . . . . . . : 192.168.1.235

   Subnet Mask . . . . . . . . . . . : 255.255.255.0

   Default Gateway . . . . . . . . . : 192.168.1.254

   DNS Servers . . . . . . . . . . . : 192.168.1.235

C:\Documents and Settings\Administrator>ping 192.168.1.234

Pinging 192.168.1.234 with 32 bytes of data:

Reply from 192.168.1.234: bytes=32 time=1ms TTL=128

Reply from 192.168.1.234: bytes=32 time=1ms TTL=128

Reply from 192.168.1.234: bytes=32 time<1ms TTL=128

Reply from 192.168.1.234: bytes=32 time<1ms TTL=128

Ping statistics for 192.168.1.234:

    Packets: Sent = 4, Received = 4, Lost = 0 (0% loss),

Approximate round trip times in milli-seconds:

    Minimum = 0ms, Maximum = 1ms, Average = 0ms

C:\Documents and Settings\Administrator>ping server-b

Pinging server-b [192.168.1.234] with 32 bytes of data:

Reply from 192.168.1.234: bytes=32 time=1ms TTL=128

Reply from 192.168.1.234: bytes=32 time=4ms TTL=128

Reply from 192.168.1.234: bytes=32 time=4ms TTL=128

Reply from 192.168.1.234: bytes=32 time=1ms TTL=128

Ping statistics for 192.168.1.234:

    Packets: Sent = 4, Received = 4, Lost = 0 (0% loss),

Approximate round trip times in milli-seconds:

    Minimum = 1ms, Maximum = 4ms, Average = 2ms


C:\Documents and Settings\Administrator>ipconfig/all

Windows IP Configuration

   Host Name . . . . . . . . . . . . : server-b
   Primary Dns Suffix  . . . . . . . : rnd.apbindustries001.com

   Node Type . . . . . . . . . . . . : Unknown

   IP Routing Enabled. . . . . . . . : No

   WINS Proxy Enabled. . . . . . . . : No

   DNS Suffix Search List. . . . . . : rnd.apbindustries001.com

                                       apbindustries001.com

Ethernet adapter Local Area Connection:

   Connection-specific DNS Suffix  . :

   Description . . . . . . . . . . . : Intel 21140-Based PCI Fast Ethernet Adapt

er (Generic)

   Physical Address. . . . . . . . . : 00-03-FF-EC-63-D7

   DHCP Enabled. . . . . . . . . . . : No

   IP Address. . . . . . . . . . . . : 192.168.1.234

   Subnet Mask . . . . . . . . . . . : 255.255.255.0

   Default Gateway . . . . . . . . . : 192.168.1.254

   DNS Servers . . . . . . . . . . . : 192.168.1.235

C:\Documents and Settings\Administrator>ping 192.168.1.235

Pinging 192.168.1.235 with 32 bytes of data:

Reply from 192.168.1.235: bytes=32 time=1ms TTL=128

Reply from 192.168.1.235: bytes=32 time<1ms TTL=128

Reply from 192.168.1.235: bytes=32 time<1ms TTL=128

Reply from 192.168.1.235: bytes=32 time<1ms TTL=128

Ping statistics for 192.168.1.235:

    Packets: Sent = 4, Received = 4, Lost = 0 (0% loss),

Approximate round trip times in milli-seconds:

    Minimum = 0ms, Maximum = 1ms, Average = 0ms

C:\Documents and Settings\Administrator>ping server-a

Pinging SERVER-A.apbindustries001.com [192.168.1.235] with 32 bytes of data:

Reply from 192.168.1.235: bytes=32 time=6ms TTL=128

Reply from 192.168.1.235: bytes=32 time<1ms TTL=128

Reply from 192.168.1.235: bytes=32 time<1ms TTL=128

Reply from 192.168.1.235: bytes=32 time<1ms TTL=128

Ping statistics for 192.168.1.235:

    Packets: Sent = 4, Received = 4, Lost = 0 (0% loss),

Approximate round trip times in milli-seconds:

    Minimum = 0ms, Maximum = 6ms, Average = 1ms
