VLAN Configuration Steps

[For Layer 3 vlan creation]

#config t

switch(config)#interface vlan 10

switch(config-if)#description [customer and number]

router(config-if) ip address [customer gateway ip address] 255.255.255.252

router(config-if) no ip redirects

router(config-if) no ip unreachables

router(config-if) no ip proxy-arp

router(config-if)end

[cut & paste script]

conf t

int vlan #

ip address # 255.255.255.252

no ip redirects

no ip unreachables

no ip proxy-arp

end

[For Layer 2 vlan creation]

switch#vlan database

switch (vlan)# vlan [number]

switch (vlan)# apply

#exit

[cut & paste script]

vlan data

vlan #

apply

exit

[Example of correct Layer 3 configuration]

Earth#conf t

Enter configuration commands, one per line.  End with CNTL/Z.

Earth(config)#int vlan 10

Earth(config-if)# description Adolfson & Peterson 3420

Earth(config-if)#^Z

Earth#sh run int vlan 10

Building configuration...

Current configuration : 158 bytes

!

interface Vlan10

 description Adolfson & Peterson 3420

 ip address 216.224.254.1 255.255.255.252

 no ip redirects

 no ip unreachables

 no ip proxy-arp

end
[SM Sample Install Directions]





Browse to IP Address and login.


Click on "VLAN Configuration" in the left hand column.





Before SM is trained and performance readings taken:





- Leave "Untagged Ingress VID" set to 1.  Otherwise, the SM will be inaccessible.





After SM is trained and performance readings taken. 





- Disable "Dynamic Learning".


- Set "Untagged Ingress VLD" to customers VLAN ID number.





Save & Reboot SM.
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